
Chassis
Layout: Rear mount engine, right hand drive

Engine: CUMMINS, 4.5 litres, 207 HP engine

Max Output: 152 Kw (207hp) @ 2,300rpm, 760Nm@1400-1800 rpm

Emission: ADR 80/04, EURO 6

Transmission: 6 speed automatic

Axles: Front: IFS type, rated at 5,500kg. Rear: full floating type, rated at 8,000kg

Suspension: Air suspension, 2+4 bellows, front & rear sway bars

Brakes: Wabco AEBS & ESC

Tyres & Wheels: Wheels: Polished Aluminium wheels
Tyres: 265/70R 22.5, Double Coin tubeless

Steering: Bosch power steering

Fuel Capacity: 200 l

AdBlue: 35 l

Alternator: 28v140a

Batteries: 12v150ah x2

GVM: 11,800 kg
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Specifications and major features listed are accurate at the date of publication (February 2025). BCI reserves the right to change specifications without prior notice.

Contact our team for further information on 1300 289 224 or visit bcibus.com.au

BCI Head Office/Perth	 9 Ballantyne Road, Kewdale WA 6105	 08 9353 9000

BCI Brisbane	 2373 Ipswich Road, Oxley, QLD 4075	 07 3275 6900

BCI Melbourne	 40 Wedgewood Road, Hallam VIC 3803	 03 8787 2100

BCI Adelaide	 Unit 2 151-159 Ryans Road, Parafield Gardens SA 5107	 08 8182 3888

Body and Equipment
Dimensions: 8835 x 2420 x 3210 mm

Body & Frame: Fibreglass front and rear header panels, one piece fibreglass roof, 
Fibreglass stretch panels, aluminium lower skirt panelling, Australian 
standard Supagal steel frame

Floor Height: 1,200 mm

Seating: 39 Fixed or 35 Reclining Passenger seats, 3-point safety belt seats 
complying with ADR 68, air ride driver’s seat with automatic reset, 3-point 
safety belt

Air Conditioning: Heat/cool Air Conditioning System with individual air vents

Storage: 4 door full through underfloor luggage bin 4.5 m³ approx

Paint Options: Painting in fleet colours

Standard  
Features:

Cruise control, Stylish dark tint fixed windows, Reversing camera, Quick 
release lift up wheel arches, Dual zone stereo, Electric front drivers blinds, 
Spacious 4.5 m³ full through bin space, Roof air intake, TV

Optional  
Features:

Mine Specs, Bull bar, Rest room, Full leather seat upgrade, Tow bar, 
Luggage racks, USB ports, EBS, ECAS

Alternative 
Configurations:

Proma with Rest Room:  
30 fixed passenger seats / 28 reclining passenger seats
Airporter: 26 reclining passenger seats / Additional walk-in rear luggage 
area (4.9 m³)

Layout Options

Passengers Seating Capacity:

•	 Standard:	 39 fixed seats / 35 reclining seats
•	 Optional:	 30 fixed seats / 28 reclining seats + toilet  

	 25 reclining seats + walk-in rear luggage


